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67931084 Fan Power Supply (tractor end)
With Fan on/off switch
Male 7 Pin Plug
2 x In line Fuses

67FLEX4
4Core Cable
Sold per Mtr

67931083
Fan Switch
67FUSEHOLDER
Fuse Reqd = 20 Amp 677PINPLUG

7 Pin Male Trailer
Plug

67931085 Fan Power Supply (seeder end)
Female 7 Pin Socket 677PINSOCKET
7 Pin Female Trailer

Socket

67FLEX4
4Core Cable
Sold per Mtr

1763266 Acoustic Fan Alarm & Fan Power Lead

67FLEX8
8 Core Cable
Sold Per Mtr

677PINPLUG
679311970 677PINSOCKET 7 Pin Male Trailer
2 x 16 Amp Fuses 7 Pin Female Trailer Plug
Socket
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67931186 Control Box ( Current style Mondial)

67931085Y Power Cable for 67931186 Box

67931186 Control Box (earlier style Lykkatronic)

Extension Cable options for 67931186 Control Boxes

17EXT300 3Mtr extension Cable (metal plug)
17EXT600 6Mtr extension Cable (metal plug)
17EXT900 9Mmtr extension Cable (metal Plug)

17EXT1200 12Mtr extension Cable (metal Plug)

3,6,9 & 12 Mtr extension cables are available for the earlier Platic
Plug Lykkatronic Boxes

Order

17EXT300P, 17EXT600P, 17EXT900P or 17EXT1200P

i Current Version . OLDER VERSION
o a
2 ‘ G e |

All Mondial 67931186 Earlier Lykkatronic Boxes had
Control Boxes and the later Plastic connections on lead and
Lykkatronic have Metal plug ~ box

Connections on lead and box

67931185 Conversion Cable

Used to convert seeders using older Plastic plugged Lykkatronic Control boxes
To use Later Metal style or current Mondial version
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